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ABSTRACT
Energy balance studies require knowledge of the heat flux at the

soil surface. This flux is determined by summing the heat flux at a
reference depth (zr) some centimeters below the surface and the rate
of change of heat storage in the soil above zr . The rate of change of
heat storage, or heat storage for short (DS), is calculated from soil
volumetric heat capacity (C) and temperature. The objectives of this
study were to determine how choices regarding zr , C measurements,
and DS calculations all affect the accuracy of DS data. Heat transfer
theory and data from three field sites were used toward these ends. In
some studies, shallow reference depths have been used and DS ne-
glected. Our results indicate that when zr is sufficiently deep to permit
accurate heat flux measurements, DS is too large to neglect. Three
methods for determining C were evaluated: soil sampling, the Theta-
Probe soil moisture sensor, and heat pulse sensors. When C was
determined using all three methods simultaneously, the estimates
agreed to within 6% on average; however, the temporal variability of
C was best recorded with the automated heat pulse sensors. Three
approaches for calculatingDSwere also tested. The common approach
of letting C vary in time but neglecting its time derivative caused errors
when soil water content was changing. These errors exceeded 200 W
m22 in some cases. The simple approach of assuming a constant C
performed similarly. We introduce a third approach that accounts for
the time derivative of C and yields the most accurate DS data.

MEASUREMENTS of the surface energy balance pro-
vide valuable scientific information. These mea-

surements contribute greatly to our understanding of
the dynamic transfers of water, energy, and trace gases
at the Earth’s surface. Energy balance studies in terres-
trial ecosystems require measurements of soil heat flux.
Typically, soil heat flux is measured at a reference depth
a few centimeters below the soil surface rather than
directly at the surface (Ochsner et al., 2006). The heat
flux at the surface is then calculated as the sum of the
flux at the reference depth and the rate of change of
heat storage above the reference depth (DS).
The heat storage is estimated based on the soil vol-

umetric heat capacity,C, and temperature, T. The formal
relationship is

DS 5 #
zr

0

]

]t
[C(T 2 T0)]dz [1]

where zr is the reference depth, t is time, and T0 is an
arbitrarily assigned reference temperature. In this study,
we chose T0 5 08C. Inspection of Eq. [1] shows that four
steps must be taken to determine soil heat storage. First,
the reference depth must be chosen. Second, soil tem-
perature must be recorded. Third, soil heat capacity
must be determined. Fourth, heat storage must be calcu-
lated using some approximation of Eq. [1]. Approxima-
tion is necessary because soil temperature and heat
capacity data are usually discontinuous in depth and time.

A review of published energy balance studies shows
considerable variability in the chosen reference depths.
Recent studies have used reference depths ranging from
1 mm (Heusinkveld et al., 2004) to 10 cm (Tanaka et al.,
2003). Shallow reference depths are sometimes chosen
with the intent of minimizing the integral in Eq. [1] so
that heat storage can be neglected (Baldocchi et al.,
2000; da Rocha et al., 2004; Heusinkveld et al., 2004;
Wilson et al., 2000). A shallow reference depth, how-
ever, may create the potential for large errors in soil heat
flux measurements (Buchan, 1989). Neglecting heat stor-
age above the reference depth may also lead to sig-
nificant errors in soil heat flux (Mayocchi and Bristow,
1995). The first objective of this study was to illustrate
the magnitude of soil heat storage above the reference
depth and to offer some considerations for choosing an
appropriate reference depth.

Methods for making the soil temperature measure-
ments required in Eq. [1] are not evaluated in this
study. The interested reader is referred to the chapter by
McInnes (2002) for a good discussion of methods for
measuring soil temperature. Most data acquisition sys-
tems used in energy balance studies can readily support
high-frequency, long-term soil temperature measurements.

In contrast, soil heat capacity data are more difficult
to obtain. Onemethod that has been used for many years
is the estimation of heat capacity from water content
and bulk density determined by soil sampling (Payero
et al., 2005; Sauer et al., 1998; Twine et al., 2000). More
commonly now, heat capacity is estimated based on data
from soil water content sensors (Giambelluca et al., 2003;
Hunt et al., 2002; Kellner, 2001; Ogée et al., 2001; Tanaka
et al., 2003). Soil sampling is still required to determine
bulk density in this method. A third approach is to mea-
sure heat capacity directly using heat pulse sensors
(Bremer and Ham, 1999; Ham and Knapp, 1998). The
second objective of this study was to compare these three
methods for determining soil heat capacity.

To precisely evaluate Eq. [1] would require heat
capacity and temperature data that were continuous in
depth and time. Such data are rarely if ever available.
In practice, approximations to Eq. [1] must be used to
accommodate data that are discontinuous. Massman
(1993) carefully evaluated some of the errors in heat
storage that arise from using such approximations. He
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showed that using a depth-averaged heat capacity and
temperature measurements at two depths led to errors
of 3 to 10% in the estimated soil heat flux. He also
proposed some weighting factors for the temperature
data to reduce these errors. The analysis was based on
the assumption that heat capacity did not vary with time.
Of course, soil heat capacity does vary with time, espe-
cially near the surface. The effects of these temporal
variations need to be examined.
The third objective of this study was to evaluate the

merits of three different approximations to Eq. [1]. The
primary distinguishing feature between the approxima-
tions is the manner in which temporal variations in heat
capacity are represented. The first and most common
approximation is to let heat capacity varywith time, but to
assume that the time derivative of heat capacity is negli-
gible (Ogée et al., 2001). The second and simplest approxi-
mation is to assume a constant value for heat capacity
(Triggs et al., 2004). The third approximation, which we
introduce, includes temporal variations in heat capacity
and also includes the time derivative of heat capacity.
In summary, the objectives of this study were to deter-

mine how choices regarding the reference depth, heat
capacity measurements, and approximations to Eq. [1]
all affect the accuracy of soil heat storage data. Toward
these ends, basic soil heat transfer theory and data from
three field sites will be used.

MATERIALS AND METHODS

Field Sites

We performed field experiments to measure soil heat stor-
age under a bare soil surface, a soybean [Glycine max (L.)
Merr.] canopy, and a corn (Zea mays L.) canopy. During the
summer of 2001, we measured heat storage in the surface soil
from 0 to 6 cm in a small plot of bare soil. The site was located
in central Iowa, a few kilometers northwest of Ames. The soils
at the site belong to the Canisteo–Clarion–Nicollet association
(Typic Haplaquolls–Typic Hapludolls–Aquic Hapludolls).
Measurements began on 3 July and continued until 9 August.
The average daily maximum value of solar radiation was
828 W m22 during the measurement period.

During the summer of 2002, we measured heat storage in
the surface soil from 0 to 6 cm deep in adjacent fields of
soybean and corn. The fields were located in central Iowa, a
few kilometers south of Kelley. The soils at these sites belong
to the Clarion–Nicollet–Webster association (Typic Haplu-
dolls–Aquic Hapludolls–Typic Haplaquolls). Measurements
at both sites began on 18 June and continued until 29 July at
the soybean site and 14 August at the corn site. The soybean
was planted in east–west rows with 30-cm row spacing, and the
corn was planted in east–west rows with 76-cm row spacing.
The average daily maximum value of net radiation was 634 W
m22 at the soybean site and 616 W m22 at the corn site during
the measurement period. At the corn site, the ground cover
was estimated at 40% on 17 June and reached 95% by 2 July.
At the soybean site, the ground cover was estimated at 10% on
17 June and reached 55% by 9 July. Near-complete ground
cover at the soybean site was reached around 18 July.

Soil Properties

Some basic physical properties for the 0- to 6-cm soil layer
at the three sites are listed in Table 1. These data include

the particle-size distributions, organic matter contents, and
bulk densities. The particle-size distributions were determined
by the hydrometer method (Gee and Or, 2002). The USDA
textural class for the soil at the bare soil site was clay, while the
soils at the soybean and corn sites were classified as sandy clay
loams. The total C content of the soils was determined by dry
combustion (Nelson and Sommers, 1996), and organic matter
content was estimated based on the total C content. For
determining bulk density, 7.6-cm-diameter by 7.6-cm-high soil
cores were collected at the bare soil site. The cores were
collected with a Uhland core sampler (Uhland, 1949). Bulk
density was determined using three such cores representing
the 0- to 7.6-cm soil layer. At the soybean and corn sites,
samples were obtained by tapping a thin-walled ring (7.3 cm
in diameter and 3.7 cm high) into the soil by hand using a small
block of wood and a hammer. Then the ring and the soil it
contained were excavated with a putty knife. Separate sam-
ples were taken for the 0- to 3.7-cm and 3.7- to 7.4-cm soil
layers. At the soybean site, four of these small samples were
collected, and at the corn site, eight samples were collected.
The samples were taken to the lab, weighed, oven dried at
1058C for 24 h, and reweighed to determine bulk density.

Heat Capacity Measurements

Soil Sampling

The first method for estimating heat capacity was based on
soil sampling to determine mass water content. Soil cores
1.9 cm in diameter were collected and divided into 0- to 3-,
3- to 5-, and 5- to 7-cm depth increments. Composite samples
for each layer were stored in moisture cans. The samples were
taken to the laboratory, weighed, oven dried at 1058C for 24 h,
and reweighed to determine mass water content. Samples for
water content were obtained with an average of 1.6 d between
samples for the bare soil site and 2.3 d between samples for the
soybean and corn sites. Bulk density was determined by soil
sampling as described above.

Once water content and bulk density were determined, heat
capacity was calculated as the weighted sum of the heat ca-
pacities of the various soil constituents (Kluitenberg, 2002).
Values for the specific heat of the soil mineral and organic
fractions were taken from de Vries (1963) specific heat values.
Heat capacity data from this soil sampling method will be iden-
tified by CSS.

Soil Moisture Sensor

The second method for estimating heat capacity relied on
measurements of volumetric water content using an electro-
magnetic impedance sensor. At each site, measurements of the
average volumetric water content in the top 6 cm of soil were
made using a ThetaProbe (Delta-T Devices Ltd., Cambridge,
England). The ThetaProbe infers water content based on the
transmission and reflection of a 100-MHz sinusoidal electro-
magnetic signal along four 6-cm-long stainless steel rods
embedded in the soil. The ThetaProbe was vertically inserted
into the soil during site visits to determine water content;

Table 1. Particle-size distribution, organic matter content, and
bulk density for the soils from the three field sites.

Particle size

Site Sand Silt Clay
Organic matter

content Bulk density

% g kg21 Mg m23

Bare soil 32 25 43 65 1.13
Soybean 54 21 25 31 1.26
Corn 45 23 32 54 1.14
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however, automated in situ measurements are possible with
the ThetaProbe and most other electromagnetic sensors.

At the bare soil site, water content was estimated using the
ThetaProbe from 20 July to 6 August, with an average of
1.6 d between measurements. At the soybean site, ThetaProbe
measurements were taken from 3 to 29 July, with an average
interval of 2.4 d. At the corn site, measurements were taken
from 3 July to 14 August, with an average interval of 2.3 d. The
manufacturer’s mineral soil calibration was used for all three
sites. The resulting volumetric water content data were used
along with measured bulk density and organic matter values
and the de Vries (1963) specific heat values to obtain the
ThetaProbe heat capacity estimates (CTP).

Heat Pulse Sensors

Direct measurement using heat pulse sensors was the third
method that we evaluated for determining heat capacity. To
measure heat capacity using a heat pulse sensor, a brief pulse
of heat is introduced by the sensor’s small heating element
(3–4 cm long, |1-mm diam.) and the resulting temperature
increase 6 mm away at the sensing needle is measured and
recorded. The maximum temperature increase is inversely
proportional to the heat capacity (Campbell et al., 1991).

Two different designs of heat pulse sensors were used to
measure heat capacity. In 2001, six three-needle heat pulse
sensors based on the design of Ren et al. (1999) were installed
at the bare soil site. The sensors were installed horizontally at
2, 4, and 6 cm below the soil surface with two sensors at each
depth. The center needle was the heating needle and was
positioned at the desired depth with temperature sensing nee-
dles 6 mm above and below. In 2002, eight two-needle heat
pulse sensors (Thermal Logic, Pullman, WA) based on the
design of Campbell et al. (1991) were installed at both the
soybean site and the corn site. These sensors were installed
horizontally at 1.5 and 4.5 cm below the soil surface, with four
sensors at each depth. The two-needle sensors were positioned
with the heating and sensing needles in the same horizontal
plane, and the needle spacing was 6 mm.

The measurement systems for the heat pulse sensors con-
sisted of a datalogger (21x, Campbell Scientific, Logan, UT), a
thermocouple multiplexer (AM25T, Campbell Scientific), a
multiplexer for the heating circuits (AM416, Campbell Scien-
tific), a reference resistor for measuring the current through
the heaters, a relay for switching the current, and a deep-cycle
12-V battery. At the bare soil site, an AM416 multiplexer was
used for the thermocouples in place of the AM25T multi-
plexer. A thermistor (107, Campbell Scientific) was mounted
on the center bridge of the multiplexer to provide reference
temperature measurements.

The three-needle sensors were heated for 10 s and the two-
needle sensors were heated for 8 s. The measured voltage drop
across the reference resistor was used to determine the heating
power. The temperature of each sensor was measured before
heating and one time per second for 75 s after the initiation of
heating. For each sensor, the maximum temperature increase
and the heating power were used to calculate the heat capacity
(CHP). Heat pulse measurements were performed every hour.

The needle spacing for each heat pulse sensor was cali-
brated by recording measurements of heating power and tem-
perature rise with the sensor immersed in water stabilized with
agar (6 g L21) to prevent convection. An in situ matching point
calibration procedure was also used. All the heat capacity
measurements for each sensor were shifted up or down by a
constant value to make the heat capacity measurement from
the sensor equal the heat capacity estimate based on soil sam-
pling on the date of the first available soil sampling data. This

matching point calibration procedure reduces the variability
between sensors (Ochsner et al., 2003).

Heat Storage Calculations

Approximations to Eq. [1] are typically developed by first
splitting the integral into two terms:

DS 5 #
zr

0
C
]T
]t

dz 1 #
zr

0
(T 2 T0)

]C
]t

dz [2]

The second termon the right-hand side ofEq. [2] is neglected
in the most common approximation. The neglect of this term is
necessary when the time derivative of heat capacity, ]C/]t, is
unknown, i.e., when determinations of heat capacity are
infrequent. Dropping this term and discretizing Eq. [2] gives

DS 1 tj 1 tj21

2 2 5 ON
i¼ 1

Ci, j21
Ti, j 2 Ti, j21

tj 2 tj21
(zi 2 zi21) [3]

where i and j are index variables for depth layers and time
steps, respectively.

Equation [3] splits the soil into N layers and uses the as-
sumptions that heat capacity and temperature are constant
with depth inside each layer and that ]C/]t is negligible.

The second approximation is a further simplification in which
a depth-averaged constant value is used for the heat capacity.
Equation [3] then becomes

DS 1 tj 1 tj21

2 2 5 C ON
i¼ 1

Ti, j 2 Ti, j21

tj 2 tj21
(zi 2 zi21) [4]

The constant heat capacity value can be calculated from esti-
mated values of the typical water content and bulk density for
the soil.

When heat capacity is determined frequently relative to the
time scale of its temporal variability, a more accurate approxi-
mation of Eq. [1] can be used. In that case we approximate
Eq. [1] by

DS 1 tj 1 tj21

2 2 5 O
N

i¼ 1

Ci, j(Ti, j 2 T0) 2 Ci, j21(Ti, j21 2 T0)
tj 2 tj21

3 (zi 2 zi21) [5]

Equation [5] is more general than Eq. [3] because no
assumption regarding the magnitude of ]C/]t is necessary. We
are not aware of any previous use of this approximation in
the context of energy balance studies.

For all sites and methods, soil temperature was measured
with Cu-constantan thermocouples at 2, 4, and 6 cm below
the surface, and the reference depth was 6 cm. Applying the
Massman (1993) corrections at the bare soil site where gra-
dients of heat capacity and temperature were steepest changed
the heat storage estimates by only about62 Wm22. Given the
degree of uncertainty in assigning the correction factors, we
chose not to use these corrections.

We chose hourly time steps to calculate heat storage. At
smaller time steps, temperature measurement errors have
larger effects. For example, in a 6-cm soil layer with C 5 2 3
106 MJ m23 K21, a 0.18C error in the measured change in
temperature leads to a 13 W m22 error in storage for a 15-min
time step but only a 3 W m22 error for a 1-h time step. For
hours when heat capacity was not measured (there were
intervals of days between measurements of CSS and CTP), we
used the most recently measured value of heat capacity that
was available. Table 2 provides further details on how Eq. [3]
through [5] were applied.
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RESULTS AND DISCUSSION
Reference Depth and the Magnitude of Soil

Heat Storage
Soil heat storage, and the errors caused by its neglect,

increase as the reference depth increases. Soil heat stor-
age is manifest in two ways: first, in the decreasing
amplitude of the heat flux wave with depth, and second,
in the time lag of the wave with depth. A simple approxi-
mation for the reduction in the amplitude of the diurnal
heat flux wave as a function of reference depth is plotted
in Fig. 1a (see Appendix for formula and derivation).
Results are given for a range of thermal diffusivities (a)
encompassing many soils. Figure 1a shows that, at a
depth of 1 cm, the maximum soil heat flux is 7 to 13%
less than the maximum at the surface. The discrepancy
increases as the reference depth increases. At 10 cm,
the maximum soil heat flux is 49 to 74% less than the sur-
face maximum. When heat storage is neglected, soil heat
flux is underestimated by these same amounts. These sys-
tematic errors in soil heat flux would contribute to over-
estimating available energy during the daytime in Bowen
ratio studies and underestimating daytime energy balance
closure in eddy covariance studies.
The shift in the timing of the estimated heat flux

wave as a function of reference depth is plotted in Fig. 1b
(see Appendix for formula and derivation). At a depth

of 1 cm, the peak heat flux occurs 15 to 31 min after the
surface peak. Again, the discrepancy increases as ref-
erence depth increases. At 10 cm, the peak occurs 2.6 to
5.2 h after the surface peak. When heat storage is ne-
glected, this time lag is translated to the soil heat flux
data. These timing errors in estimated soil heat flux
may reduce the accuracy of half hourly or hourly esti-
mates of available energy or energy balance closure.

Data from the field sites show the magnitude of soil
heat storage for a 6-cm reference depth with different
levels of canopy cover (Fig. 2). The magnitude of soil
heat storage increased as ground cover decreased. At
the bare soil site, the absolute value of the rate of change
of heat storage in the top 6 cm exceeded 70 Wm22 10%
of the time. At the corn site, the absolute value of heat
storage only exceeded 30 W m22 7% of the time. The
magnitude of soil heat storage at the soybean site was
typically intermediate. Figure 2 can be viewed as show-
ing the magnitude of the error in soil heat flux that
would have been caused by neglecting storage.

Several other problems may arise with shallow heat
flux measurements in addition to these errors from ne-
glecting storage. A sensor placed immediately beneath
the soil surface may impede the transfer of water (liquid
and vapor) into and out of the soil, thereby altering
the heat flux. Westcot and Wierenga (1974) reported

Table 2. Soil layers and measurement depths used in calculating the rate of change of heat storage from 0 to 6 cm by three different
methods based on measured soil temperature (T ) and heat capacity (C ).

Method Layer no. Upper boundary Lower boundary Depth of T measurement Depth of C measurement

cm
Soil sampling 1 0 3 2 0–3

2 3 5 4 3–5
3 5 7† 6 5–7

ThetaProbe 1 0 6 2, 4‡ 0–6
Heat pulse§ 1 0 3 2 1.5

2 3 6 4 4.5

† In Eq. [3], a multiplier of 0.5 was included for Layer 3.
‡The arithmetic mean of the temperature measurements at 2 and 4 cm was used.
§ Layers, boundaries, and T measurement depths for the heat pulse method at the bare soil site were the same as for the soil sampling method, and C was
measured at 2, 4, and 6 cm.

tr - t0 (hours)

0 1 2 3 4 5 6

2 x 10-7

5 x 10-7

8 x 10-7
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Fig. 1. (a) Ratio of the amplitude of soil heat flux at the reference
depth (Ar) to the amplitude of the soil heat flux at the surface (A0)
as a function of reference depth for three values of thermal dif-
fusivity (a); (b) difference between the time of maximum heat flux
at the reference depth (tr) and time of maximum heat flux at the soil
surface (t0) as a function of reference depth.
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Fig. 2. Absolute values for the rate of change of heat storage (DS) in
the top 6 cm of soil as determined using heat pulse sensors (Eq. [5])
at the bare soil, soybean, and corn sites.
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that the transfer of water vapor accounted for 40 to 60%
of the total heat flux in the 0- to 2-cm soil layer dur-
ing periods of the day. Ochsner et al. (2006) found that
impervious plastic disks 2 cm below the soil surface
increased the magnitude of the soil water content and
temperature gradients two- to threefold. These results
suggest that heat flux plates buried at 1 cm may signifi-
cantly distort and misrepresent soil heat flux. Further-
more, in energy balance studies, it is usually desirable to
include energy that is consumed in evaporation below
the soil surface in the latent heat flux term rather than
in soil heat flux. But, any energy consumed in evapora-
tion below the reference depth will be mistakenly in-
cluded in the soil heat flux. Choosing a reference depth
very near the soil surface increases the likelihood for
this error, which may reach 100 W m22 in extreme cases
(Buchan, 1989).
In summary, neglecting heat storage will often lead to

errors that are large relative to the soil heat flux. Under
a dense canopy (e.g., forest) the soil heat flux may be
quite small relative to the net radiation and sensible and
latent heat fluxes measured above the canopy. In that
case, the errors introduced by neglecting heat storage
above the reference depth might be acceptable. Soil heat
flux, however, is an important component of the energy
balance below the canopy, a zone of great ecological
interest (Ogée et al., 2001). So even under dense cano-
pies, caution should be used when considering whether
to use a shallow reference depth and neglect soil heat
storage. No minimum acceptable value for the reference
depth is universally applicable, but in general it should
not be too shallow and soil heat storage should not be
neglected. In our experience, reference depths from 5 to
10 cm produce good results.

Comparing Methods for Measuring Heat Capacity
When CSS, CTP, and CHP were determined simulta-

neously, all three heat capacity estimates were similar.
To compare the heat capacity measurements, the aver-
age values of heat capacity for the 0- to 6-cm soil layer
were calculated using each method. The 1200 h value of
CHP was chosen to compare with the values of CSS and
CTP for each day that soil samples and ThetaProbe
readings were collected. The 1200 h value was chosen
because the soil samples and ThetaProbe readings were
usually collected around midday. The mean absolute
differences listed in Table 3 indicate the extent of agree-
ment between the three methods. The best agreement
is between CTP and CSS at the soybean site, where the

mean absolute difference was 0.04MJm23 K21 or 2% of
the mean value of heat capacity for that site. The poorest
agreement was between CTP and CHP at the bare soil
site, where the mean absolute difference was 0.15 MJ
m23 K21 or 8% of the mean heat capacity for that site.

Linear regressions showed moderately strong rela-
tionships (r2 5 0.66–0.83) between heat capacity esti-
mates from these three methods (Table 4). Inferences
regarding the slopes and intercepts of the regressions
were based on the 95% confidence intervals. For all
three regressions, the slopes were not significantly dif-
ferent from unity, and the intercepts were not signifi-
cantly different from zero.

Perhaps the most notable bias was the tendency of
CTP to overestimate CHP and CSS at the bare soil site. In
the clay-textured soil at the bare soil site, CTP was on
average 6% greater than CSS or CHP. This bias is not
surprising since electromagnetic sensors often require
special calibrations for soils with high clay content. The
performance of the ThetaProbe at this site could prob-
ably be improved by developing a specific calibration
for this soil.

The time series of CSS, CTP, and CHP at each site are
presented in Fig. 3 along with the time series of daily
rainfall measured by tipping bucket rain gauges. These
data show that rainfall events caused sudden increases
in heat capacity and that these peaks were best recorded
by the automated heat pulse sensors. In contrast, cap-
turing the peaks in heat capacity by soil sampling is
difficult. For example, at the soybean site, soil sampling
before rainfall on 26 July and again on 29 July resulted in
a 2.5-d lag between the rainfall and the increase in CSS,
and this lag led to a 39% underestimate of heat capacity
for that period. In general, the CSS and CTP data show
that sampling even three times per week was not fre-
quent enough to consistently record the temporal varia-
tions in heat capacity of the near-surface soil.

Heat Storage Estimates
The heat storage estimates were not much affected

by the method used for determining heat capacity. This
is not surprising since the three methods we tested re-
turned similar values for heat capacity. Table 5 presents
linear regression results comparing hourly heat storage
estimates based on soil sampling, ThetaProbe, and heat
pulse estimates of heat capacity. For each method, heat
storage was calculated using Eq. [3] to facilitate a direct
comparison. The ThetaProbe data led to heat storage
estimates that were 7 to 8% greater than those from soil
sampling or the heat pulse method. Again, this is due
primarily to overestimates of heat capacity at the bare

Table 3. Mean absolute differences in estimates of volumetric
heat capacity obtained from soil sampling (CSS), from Theta-
Probe data (CTP), and from heat pulse sensors (CHP). Mean
values of CHP are included for comparison.

Mean absolute differences Mean value

Site |CSS 2 CHP| |CTP 2 CHP| |CTP 2 CSS| CHP

MJ m23 K21

Bare soil 0.07 0.15 0.14 1.80
Soybean 0.12 0.11 0.04 1.80
Corn 0.10 0.09 0.06 1.68

Table 4. Results from linear regressions of heat capacity measured
by heat pulse sensors (CHP), estimated by soil sampling (CSS),
and estimated from ThetaProbe measurements (CTP).

Comparison (y vs. x) Slope Intercept r2

MJ m23 K21

CSS vs. CHP 0.996 20.034 0.752
CTP vs. CHP 0.961 0.0625 0.658
CTP vs. CSS 0.923 0.158 0.831
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soil site by the ThetaProbe. The soil sampling method
and heat pulse method produced very similar heat stor-
age estimates when Eq. [3] was used for both. The slope
of that relationship is just 2.2% below unity. All of the
slopes in Table 5 are significantly different from unity,
and none of the intercepts are significantly different
from zero based on the 95% confidence intervals.
The heat storage estimates were more affected by the

different approximations to Eq. [1] than by the method
used for determining heat capacity. We used the hourly
data from the heat pulse sensors at each site and calcu-
lated heat storage using Eq. [3], [4], and [5]. Figure 4a
compares the results from using Eq. [3], which neglects
]C/]t, with the results from using Eq. [5], which includes
]C/]t. Ninety-one percent of the data fall within 610 W
m22 of the 1:1 line, but there are some data points
from each site that fall .80 W m22 below the 1:1 line.
These points correspond to sudden peaks in heat capac-

ity following rainfall events when ]C/]t contributed sig-
nificantly to the heat storage. At these times, the com-
monly used Eq. [3] resulted in large errors.

Figure 4b compares the results from Eq. [3] with the
results from Eq. [4], which assumes a constant heat
capacity for each site. In this case, the heat capacity for
each site was set equal to the time-averaged value mea-
sured by the heat pulse sensors at that site. These two
approximations gave very similar results. Ninety-nine
percent of the data lie within 610 W m22 of the 1:1 line,
with no noticeable outliers. This implies that making
hourly measurements of heat capacity and then using
Eq. [3] to calculate heat storage does not yield signifi-
cant improvements in accuracy over simply assuming
a constant value for heat capacity. The neglect of ]C/]t
in Eq. [3] limits the value of automated heat capac-
ity measurements.

The significance of ]C/]t is perhaps best illustrated by
examining data from around the time of a rainfall event.
On the afternoon of 24 July, 20 mm of rain fell at the
bare soil site. The time courses of soil heat capacity and
temperature for the 0- to 6-cm soil layer are shown in
Fig. 5a. Because ]C/]twas significant and positive during
infiltration, Eq. [3] and [4], which neglect ]C/]t, led to
large temporary underestimates of the rate of change
of heat storage in the soil (Fig. 5b). During infiltration,
soil temperature was decreasing while heat capacity was
increasing. The change in heat storage is determined
by the interplay of these counteracting processes. Equa-
tion [5] yields heat storage estimates that account for
these dynamics. The other two calculation methods do
not. Patterns like the ones demonstrated in Fig. 5b oc-
curred at all three sites. The largest resulting errors in
heat storage using Eq. [3] were 2244 W m22 at the bare
soil site,2284Wm22 at the soybean site, and287Wm22

at the corn site.
Neglecting ]C/]t also causes errors in cumulative heat

storage estimates. Cumulative heat storage for 24 July
at the bare soil site was 20.10 MJ m22 using Eq. [5],
20.58 MJ m22 using the constant heat capacity assump-
tion, and 20.65 MJ m22 using Eq. [3] (Fig. 5c). Thus
Eq. [3] caused a 0.55 MJ m22 underestimate of cumula-
tive soil heat storage for the day. In a similar manner,
neglecting ]C/]t led to small persistent overestimates
of cumulative heat storage when the soil surface was

Table 5. Results from linear regressions of hourly values of rate of
change of heat storage. Heat capacity was determined by soil
sampling (SS), ThetaProbe (TP), and heat pulse sensors (HP).
Equation [3] was used with all three methods.

Comparison (y vs. x) Slope Intercept r2

W m22

SS vs. HP 0.978 20.054 0.994
TP vs. HP 1.07 0.041 0.989
TP vs. SS 1.08 0.040 0.995

Heat storage by Eq. [5] (W m
-2

) Heat storage by Eq. [4] (W m
-2
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drying. For the 9-d drying period beginning on 25 July,
Eq. [3] led to a 1.0 MJ m22 overestimate of cumulative
heat storage at the bare soil site.

Cautions Regarding Equation [5]
Two notes of caution regarding the use of Eq. [5]

should be expressed. First, the measurements of heat
capacity must have sufficient resolution to avoid causing
unacceptably large errors in storage due to random
fluctuations in the measured heat capacity between time
steps. For example, consider the heat pulse sensors used
at the soybean and corn sites. These sensors used Cu-
constantan (Type T) thermocouples to detect the tem-
perature rise caused by the applied heat pulse. These
thermocouples produce a signal of about 40 mV 8C21.
The data logger resolution was 0.33 mV, so the tempera-
ture measurement resolution was about 0.00838C.
Assuming a heating power of 800 J m21, a needle spac-
ing of 6 mm, and a soil heat capacity of 1.8 MJ m23 K21,
the theoretically predicted temperature rise is 1.4468C.
Given the temperature measurement resolution, the
reported temperature rise could be 1.4548C, in which
case the heat capacity would be reported as 1.79 MJ m23

K21, an error of 20.01 MJ m23 K21. If the reported
average heat capacity for the 0- to 6-cm layer fluctuated
by20.01 MJ m23 K21 during a 1-h time step in which no
real change in heat capacity occurred, then the heat
storage estimate would be in error by23Wm22 at a soil
temperature of 208C and 25 W m22 at 308C. For these
sensors, the measured absolute change in the average
heat capacity between time steps was,0.01MJm23 K21

87% of the time, so the uncertainty in storage arising

from uncertainty in ]C/]t was typically ,5 W m22. This
uncertainty is small relative to the errors in heat storage
caused by neglecting ]C/]t, which can occasionally
exceed 200 W m22.

The second caution regards the reference tempera-
ture in Eq. [5]. When heat capacity is changing with
time, the heat storage value depends on the chosen ref-
erence temperature. Changes in soil heat capacity us-
ually indicate water entering or leaving the surface soil.
That mass of water carries heat with it. The quantity of
heat in a given mass of water can only be specified in
relation to some reference temperature. A complete
energy balance would contain terms accounting for con-
vective heat transfer by water fluxes to and from the
surface (e.g., precipitation). The reference temperature
dependence of these terms would balance the reference
temperature dependence of heat storage in Eq. [5].

CONCLUSION
Soil heat flux is a fundamental component of the

surface energy balance in terrestrial ecosystems. Accu-
rately measuring soil heat flux requires several decisions
regarding soil heat storage. Among them are: What shall
the reference depth be? How will heat capacity be de-
termined? And, how will heat storage be calculated?
This study is an effort to offer some guidance on these
three issues. We submit, on the basis of theoretical and
empirical evidence, that when the reference depth is
sufficiently deep to permit accurate heat flux measure-
ments, heat storage is too large to neglect. We urge cri-
tical evaluation of the practice of choosing very shallow
reference depths and neglecting heat storage.

On the second issue, we found that soil sampling, the
ThetaProbe, and the heat pulse sensors all generally
provided similar heat capacity values. Observed over-
estimates by the ThetaProbe in a clay soil could prob-
ably be eliminated by a soil-specific calibration. Soil
sampling has inherent limitations in representing the
temporal variability of heat capacity, so it does not
readily facilitate the use of Eq. [5], which produces the
most accurate heat storage data. Only the heat pulse
sensors directly measure heat capacity, and they can also
be used to monitor soil temperature. These features,
along with their small size, make heat pulse sensors par-
ticularly well suited for measuring heat storage near the
soil surface.

On the final question of calculating soil heat storage,
we compared three different approaches: two from the
literature and one new. The first and most common
approach permits heat capacity to vary in time, but
assumes that the time derivative of heat capacity is neg-
ligible. This approach led to occasional large under-
estimates of heat storage during infiltration events, with
the largest such error being 2284 W m22. It also gave
rise to small but persistent errors during soil drying.
The second and simplest approach assumes a constant
value for heat capacity. This approach suffered from the
same errors as the first, but the second is much easier to
implement. The third approach, introduced here, in-
cludes temporal variations in heat capacity and also
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includes the time derivative of heat capacity. This
approach requires frequent heat capacity measurements
but gives the most accurate soil heat storage data. This
is especially true when soil water content is chang-
ing rapidly.

APPENDIX

The conductive heat flux, positive downward, in a homo-
geneous soil profile with the temperature at the surface de-
scribed by a sine wave and with a constant temperature deep in
the profile is given by

G (z,t) 5 ATC
ffiffiffiffiffiffiffi
va

p
exp 12z

ffiffiffiffiffiffiffiffiffiffi
v/2a

p
2

sin 1vt 1 f 1
p

4
2 z

ffiffiffiffiffiffiffiffiffiffi
v/2a

p
2 [A1]

whereG is the heat flux, a is thermal diffusivity, andAT, v, and
f are the amplitude, angular frequency, and phase angle of the
surface temperature wave (Horton and Wierenga, 1983). The
amplitude of the heat flux wave (A) is then

A(z) 5 ATC
ffiffiffiffiffiffiffi
va

p
exp 12z

ffiffiffiffiffiffiffiffiffiffiffi
v=2a

p
2 [A2]

And the ratio of A at depth zr (Ar) to A at the soil surface
(A0) is

Ar

A0
5 exp 12zr

ffiffiffiffiffiffiffiffiffiffi
v/2a

p
2 [A3]

To identify the time shift in heat flux with depth we take the
partial derivative of Eq. [A1] with respect to time and find

]

]t
G (z,t) 5 vATC

ffiffiffiffiffiffiffi
va

p
exp 12z

ffiffiffiffiffiffiffiffiffiffi
v/2a

p
2

cos 1vt 1 f 1
p

4
2 z

ffiffiffiffiffiffiffiffiffiffi
v/2a

p
2 [A4]

Setting Eq. [A4] equal to 0 and solving for t, we can identify
the times of the maximum and minimum values of heat flux at
any depth. The time (t0) of the maximum heat flux is

t0 (z) 5
p=4 2 f 2 z

ffiffiffiffiffiffiffiffiffiffi
v/2a

p

v
[A5]

And the time lag between maximum heat flux at depth zr
and maximum heat flux at the surface is

tr 2 t0 5
zrffiffiffiffiffiffiffiffiffi
2va

p [A6]

ACKNOWLEDGMENTS

We thank Paul Doi, Anna Myhre, and Allison Harris,
USDA-ARS, Ames, IA, for their skillful assistance with the
field experiments.

REFERENCES
Baldocchi, D.D., B.E. Law, and P.M. Anthoni. 2000. On measuring

and modeling energy fluxes above the floor of a homogeneous and
heterogeneous conifer forest. Agric. For. Meteorol. 102:187–206.

Bremer, D.J., and J.M. Ham. 1999. Effect of spring burning on the

surface energy balance in a tallgrass prairie. Agric. For. Meteorol.
97:43–54.

Buchan, G.D. 1989. Soil heat flux and soil surface energy balance: A
clarification of concepts. p. 627–634. In Australasian Conf. Heat
Mass Transfer, 4th, Christchurch. 9–12 May 1989. Univ. of Canter-
bury, Christchurch, New Zealand.

Campbell, G.S., C. Calissendorff, and J.H. Williams. 1991. Probe for
measuring soil specific heat using a heat-pulse method. Soil Sci. Soc.
Am. J. 55:291–293.

da Rocha, H.R., M.L. Goulden, S.D. Miller, M.C. Menton, L.D.V.O.
Pinto, H.C. de Freitas, and A.M. e Silva Figueira. 2004. Seasonality
of water and heat fluxes over a tropical forest in eastern Amazonia.
Ecol. Appl. 14:S22–S32.

de Vries, D.A. 1963. Thermal properties of soils. p. 210–235. In W.R.
van Wijk (ed.) Physics of plant environment. North-Holland Publ.
Co., Amsterdam.

Gee, G.W., and D. Or. 2002. Particle-size analysis. p. 255–293. In J.H.
Dane and G.C. Topp (ed.) Methods of soil analysis. Part 4. Physical
methods. SSSA Book Ser. 4. SSSA, Madison, WI.

Giambelluca, T.W., A.D. Ziegler, M.A. Nullet, D.M. Truong, and L.T.
Tran. 2003. Transpiration in a small tropical forest patch. Agric.
For. Meteorol. 117:1–22.

Ham, J.M., and A.K. Knapp. 1998. Fluxes of CO2, water vapor, and
energy from a prairie ecosystem during the seasonal transition
from carbon sink to carbon source. Agric. For. Meteorol. 89:1–14.

Heusinkveld, B.G., A.F.G. Jacobs, A.A.M. Holtslag, and S.M.
Berkowicz. 2004. Surface energy balance closure in an arid region:
Role of soil heat flux. Agric. For. Meteorol. 122:21–37.

Horton, R., and P.J. Wierenga. 1983. Estimating the soil heat flux
from observations of soil temperature near the surface. Soil Sci.
Soc. Am. J. 47:14–20.

Hunt, J.E., F.M. Kelliher, T.M. McSeveny, and J.N. Byers. 2002.
Evaporation and carbon dioxide exchange between the atmosphere
and a tussock grassland during a summer drought. Agric. For.
Meteorol. 111:65–82.

Kellner, E. 2001. Surface energy fluxes and control of evapotranspi-
ration from a Swedish Sphagnum mire. Agric. For. Meteorol. 110:
101–123.

Kluitenberg, G.J. 2002. Heat capacity and specific heat. p. 1201–1208.
In J.H. Dane and G.C. Topp (ed.) Methods of soil analysis. Part 4.
Physical methods. SSSA Book Ser. 5. SSSA, Madison, WI.

Massman, W.J. 1993. Errors associated with the combination method
for estimating soil heat flux. Soil Sci. Soc. Am. J. 57:1198–1202.

Mayocchi, C.L., and K.L. Bristow. 1995. Soil surface heat flux: Some
general questions and comments on measurments. Agric. For.
Meteorol. 75:43–50.

McInnes, K.J. 2002. Soil heat: Temperature. p. 1183–1199. In J.H. Dane
and G.C. Topp (ed.) Methods of soil analysis. Part 4. Physical
methods. SSSA Book Ser. 5. SSSA, Madison, WI.

Nelson, D.W., and L.E. Sommers. 1996. Total carbon, organic carbon,
and organic matter. p. 961–1010. In D.L. Sparks (ed.) Methods of
soil analysis. Part 3. Chemical methods. SSSA Book Ser. 5. SSSA,
Madison, WI.

Ochsner, T.E., R. Horton, and T. Ren. 2003. Use of the dual-probe
heat-pulse technique to monitor soil water content in the vadose
zone. Vadose Zone J. 2:572–579.

Ochsner, T.E., T.J. Sauer, and R. Horton. 2006. Field tests of the
soil heat flux plate method and some alternatives. Agron. J. 98:
1005–1014.

Ogée, J., E. Lamaud, Y. Brunet, P. Berbigier, and J.M. Bonnefond.
2001. A long-term study of soil heat flux under a forest canopy.
Agric. For. Meteorol. 106:173–186.

Payero, J.O., C.M.U. Neale, and J.L. Wright. 2005. Estimating soil heat
flux for alfalfa and clipped tall fescue grass. Appl. Eng. Agric. 21:
401–409.

Ren, T., K. Noborio, and R. Horton. 1999. Measuring soil water con-
tent, electrical conductivity, and thermal properties with a thermo-
time domain reflectometry probe. Soil Sci. Soc. Am. J. 63:450–457.

Sauer, T.J., J.L. Hatfield, J.H. Prueger, and J.M. Norman. 1998. Sur-
face energy balance of a corn residue-covered field. Agric. For.
Meteorol. 89:155–168.

Tanaka, K., I. Tamagawa, H. Ishikawa, Y. Ma, and Z. Hu. 2003.
Surface energy budget and closure of the eastern Tibetan Plateau
during the GAME-Tibet IOP 1998. J. Hydrol. 283:169–183.

R
e
p
ro
d
u
c
e
d
fr
o
m

A
g
ro
n
o
m
y
J
o
u
rn
a
l.
P
u
b
lis
h
e
d
b
y
A
m
e
ri
c
a
n
S
o
c
ie
ty

o
f
A
g
ro
n
o
m
y
.
A
ll
c
o
p
y
ri
g
h
ts

re
s
e
rv
e
d
.

318 AGRONOMY JOURNAL, VOL. 99, JANUARY–FEBRUARY 2007



Triggs, J.M., B.A. Kimball, P.J. Pinter, G.W. Wall, M.M. Conley,
T.J. Brooks, R.L. LaMorte, N.R. Adam, and M.J. Ottman. 2004.
Free-air CO2 enrichment effects on the energy balance and evapo-
transpiration of sorghum. Agric. For. Meteorol. 124:63–79.

Twine, T.E., W.P. Kustas, J.M. Norman, D.R. Cook, P.R. Houser,
T.P. Meyers, J.H. Preuger, P.J. Starks, and M.L. Wesely. 2000.
Correcting eddy-covariance flux underestimates over a grassland.
Agric. For. Meteorol. 103:279–300.

Uhland, R.E. 1949. Physical properties of soils as modified by crops
and management. Soil Sci. Soc. Am. Proc. 14:361–366.

Westcot, D.W., and P.J. Wierenga. 1974. Transfer of heat by conduction
and vapor movement in a closed soil system. Soil Sci. Soc. Am.
Proc. 38:9–14.

Wilson, K.B., P.J. Hanson, and D.D. Baldocchi. 2000. Factors control-
ling evaporation and energy partitioning beneath a deciduous
forest over an annual cycle. Agric. For. Meteorol. 102:83–103.

Statement of Ethics

American Society of Agronomy
Members of the American Society of Agronomy acknowledge that they are scientifically and

professionally involved with the interdependence of natural, social, and technological systems.
They are dedicated to the acquisition and dissemination of knowledge that advances the sciences
and professions involving plants, soils, and their environment.

In an effort to promote the highest quality of scientific and professional conduct among its
members, the American Society of Agronomy endorses the following guiding principles, which
represent basic scientific and professional values of our profession.

Members shall:

1. Uphold the highest standards of scientific investigation and professional comportment, and
an uncompromising commitment to the advancement of knowledge.

2. Honor the rights and accomplishments of others and properly credit the work and ideas
of others.

3. Strive to avoid conflicts of interest.

4. Demonstrate social responsibility in scientific and professional practice, by considering
whom their scientific and professional activities benefit, and whom they neglect.

5. Provide honest and impartial advice on subjects about which they are informed and
qualified.

6. As mentors of the next generation of scientific and professional leaders, strive to instill
these ethical standards in students at all educational levels.

Approved by the ASA Board of Directors, 1 Nov. 1992

R
e
p
ro
d
u
c
e
d
fr
o
m

A
g
ro
n
o
m
y
J
o
u
rn
a
l.
P
u
b
lis
h
e
d
b
y
A
m
e
ri
c
a
n
S
o
c
ie
ty

o
f
A
g
ro
n
o
m
y
.
A
ll
c
o
p
y
ri
g
h
ts

re
s
e
rv
e
d
.

319OCHSNER ET AL.: SOIL HEAT STORAGE MEASUREMENTS


